








system integration

High Performance Audio Integration 

Consistent with its audiophile 30 series design, the BD32 is built to perform as a 
purist audio source in a wide range of system configurations. It offers a low-noise 
fully-balanced stereo (XLR) analogue audio output for integration with high quality 
stereo amplifiers and pre-amplifiers like Primare’s I32 and SP32. Joining more 
commonplace S/PDIF and TOSLINK digital audio outputs is a superior professional-
grade AES-EBU connector, designed to link with the SP32 and similarly equipped 
high performance DACs. An unbalanced stereo RCA output is provided for easy 
integration with any stereo system, and an 8-channel unbalanced RCA (7.1 multi-
channel) output sends decoded audio from formats including DSD, Dolby True HD 
and DTS Master Audio to Primare’s SP32, SPA22, and all other multi-channel amplifiers 
and pre-amplifiers.

High Performance Video Integration 

Extraordinary versatility is provided by dual simultaneous 1080P V1.4a HDMI outputs, 
capable of 3D video playback. HDMI 1 is the primary output, incorporating up-scaling 
and aspect ratio conversion (stretch zoom) to super-wide 2.35:1*. If the A/V processor 
in the main zone is 3D compatible then audio and video may be sent via HDMI 1. If 
not, then video can be sent to the display via HDMI 1 while HDMI 2 carries the HD 
audio (DSD, Dolby True HD and DTS Master Audio) simultaneously to the processor. 

If HDMI 2 is not needed for audio in the main zone, it can be used to feed both 3D 
video and HD Audio to a compatible TV and/or surround processor in a second zone, 
but without the adjustment functionality of HDMI 1. If neither zone is equipped with 
3D capability, then the BD32 will deliver the Blu-ray complement of FullHD video and 
HD Audio to two zones simultaneously via its dual HDMI outputs.                 

* requires anamorphic projector lens



t h e  s o u n d  a n d  v i s i o n  o f  s c a n d i n a v i a

audiophile topology

In order to remove noise from audio and video signals, and to improve the fidelity of music and film content, the BD32 
incorporates discrete Primare audio stages and customised video circuits, fed by multiple, dedicated power supplies. 

Discrete design

For accurate stereo and multi-channel music playback according to the standard set by 
30 series design, the BD32’s audio output circuitry uses highly specified Crystal DACs 
connected to Primare’s discrete analogue stages, which are optimised for the balanced, 
single-ended and multi-channel audio outputs. The balanced stage uses Burr-Brown 
OP-Amps, WIMA and EPCOS polypropylene filter capacitors and large MELF resistors. 
The single-ended output uses a single MOSFET transistor fed by an active current source 
rather than passive resistors. The SACD (DSD) circuit has its own dedicated relay-
controlled-filter signal path. The multi-channel audio output stage is driven by a multi-
channel DSD DAC also from Crystal, in conjunction with Burr Brown OP-Amps, WIMA 
and NPO SMD capacitors and large MELF resistors. All for one purpose: better sound.

Clean power

The BD32’s low-noise audio and video environment is maintained through the use of 
discrete optimised power circuits and superior grounding. The power supply is divided 
into two main par ts: an eco-friendly switch-mode ‘standby’ PSU consuming only 0.5W, 

and an ‘operate’ PSU. In order to minimise interference, the standby PSU is turned off 
when the BD32 is in ‘operate’ mode. In this mode, and according to the best audio 
designs, the power supply is entirely linear. It comprises an excellent R-core transformer 
with separate windings for analogue and digital power supply circuits, which are placed 
on different PCBs located on opposite sides of the player.

Linear power can generate a lot of heat, so Primare’s engineers have opted to use the BD32’s 
entire chassis (including steel top and aluminium bottom plates) as an active heat sink. 

The complete player

With a vanishingly low noise floor and a wide performance window for high resolution
disc and file-based enter tainment, the BD32 offers naturally vivid audio and video from
the widest range of sources. In any system, but especially when par t of a matching Primare
ensemble, the BD32 will draw new levels of fidelity from Blu-ray, DVD, CD and multi-
channel music, surpassing the performance of many format-dedicated players. Its truly
universal quality will endure to inspire your evolving relationship with music and film.


